ARCHITECT:

230 BRADENTON AVENUE

DUBLIN, OHIO 43017

(614) 798—2096 FAX (614) 798-2097

DUBLIN RECREATION CENTER

PROJECT # 15-002.2—FAC

GENERAL NOTES

THESE DRAWNGS DO NOT INDICATE ALL REQUIRED SEALANTS,
MASTICS, FLASHINGS, ETC. NEEDED TO OBTAIN WARRANTIES AS
SPECIFIED. THE MANUFACTURER AND CONTRACTOR ARE RESPONSIBLE
TO PROVIDE ALL ITEMS NEEDED TO PROVIDE WARRANTY $PECIFIED.

THE CONTRACTOR [$ TO VERIFY ALL DIMENSIONS SHOUN. THE
DIMENSIONS ARE GIVEN ONLY AS A GUIDE AND A MEANS TO
DETERMINE APPROXIMATE SQUARE FOOTAGE AND LENGTHS.

THE CONTRACTOR 1S TO VERIFY THE CONSTRUCTION OF ALL EXISTING
CONDITIONS SUCH AS ROOF DECKING, ROCFING, INSULATIONS, ETC. AND
SELECT THE APPROPRIATE FASTENER BASED ON THESE CONDITIONS.

THE CONTRACTOR 1S RESFPONSIBLE TO INSPECT THE EXISTING ROOF
STRUCTURE S0 THAT THEY ARE SATISFIED THAT THE ROOF WILL
SUPPORT THEIR WORKERS, EQUIPMENT AND MATERIALS.

THE CONTRACTOR 1S RESPONSIBLE TO REPAIR, AT THEIR EXPENSE,
ANY DAMAGES ACCRUED TO THE BUILDING, SITE OR BUILDING
CONTENTS DURING THE CONSTRUCTION PROCESS.

THE CONTRACTOR 15 RESPONSIBLE FOR DETERMINING THE EXACT
LOCATION AND NUMBER OF ROCF PENETRATIONS SUCH AS, PLUMBING
STACKS, DOUNSPOUTS, ETC.

THE CONTRACTOR NEEDS TO REFERENCE SPECIFICATION SECTIONS
WHICH APPLY.
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CODE DATA

THE PROJECT CONSISTS OF A PARTIAL ROOF REFPLACEMENT
GOVERNING CODE: 221l OHIO BUILDING CODE

USE GROUP= A3, ASSEMBLY

CONSTRUCTION CLASSIFICATION=2B

SPRINKLED: YES

ROOF LIVE LOADS: (IN ACCORDANCE WITH 162111

- 20 PSF
- 12 PSF
ROOF SNOW LOADS: (IN ACCORDANCE WITH leg8)
- GROUND ENOW LOAD (fg) 20 PSF
- SLOPED ROOF SNOW LOAD (Ps) 126 PSF
- SNOW EXPOSURE FACTOR (Ce) 2
- SNOW LOAD IMPORTANCE FACTOR (ls) 12
- THERMAL FACTOR (Ct) 12
WIND LOADS: (IN ACCORDANCE WITH 1623)
- BASIC WIND SPEED (V) 22 MPH
- WIND MPORTANCE FACTOR (1W) 12
- EXPOSURE CATEGORY EXPOSURE C

- INTERNAL PRESSURE COEFFICIENT (GCpl) +/- 218

- COMPONENTS AND CLADDING PRESSURE:
INTERIOR 20 PSF / - 20 PSF
EDGE 2O PSF / - 2@ PSF

SQUARE FOOTAGE: 434501t SF.

architects

INC.



CODED NOTES INDICATED BY Q \
APPLICABLE TO SHEET Alo

L IT 1S ASSUMED THIS ROOF AREA HAS A SLOPED METAL DECK,
RECOVERY BOARD, 4" POLYISOCTANURATE RIGID INSULATION, 5/8"
PLYWOOD WITH (1) LAYER OF ROOF FELT UNDERLAYMENT AND (1) LAYER
OF ASPHALT SHINGLES. CONTRACTOR IS TO VERIFY. REMOVE EXISTING
ROOCFING SYSTEM DOUN TO PLYWOOD. REPLACE ANY DAMAGED
PLYWOOD AND ANY WET INSULATION AS NEEDED, RE: CODED NOTE I1.
24 REFASTEN ANY LOOSE PLYWOOD. INSTALL SELF ADHERED ICE AND

. X WATER SHIELD PROTECTION OVER ENTIRE PLYWOOD. INSTALL NEW ROOF
13'-@"t PITCHED DIM—] 13'-@"t PITCHED DIM. ASPHALT SHINGLES.

2. EXISTING ROOF UNDER WARRANTY, PROTECT.
(TYP.) (0) ey (2) 3. REMOVE EXISTING HOLLOW METAL DOOR FRAME. EXTEND AND RAP
EDGE OF OPENING WITH SINGLE-PLY ROOF MEMBRANE. REINSTALL
1
[m] [m] [m]

HOLLOW METAL DOOR FRAME. PROVIDE CONTINUOUS JOINT SEALANT

No'-@"t

&/ T

28I_@Ilt

W ¥

l = ! = ————— | | I  — AROUND EDGE OF DOOR FRAME TO MAKE WATERTIGHT.

4. REMOVE EXISTING METAL GUTTER AND EXISTING GUTTER STRAPS. INSTALL
NEW &"x8" PRE-FINISHED ALUMINUM GUTTER AND HANGERS. SLOPED
GUTTER AT I/l6" PER FOOT TO DOUNSPOUTS LOCATIONS FOR POSITIVE
DRAINAGE. PROVIDE EXPANSION JOINTS AT A MAXIMUM OF EVERY
40'-0", RE: 4/A40.

5. REMOVE EXISTING DOUNSPOUT AND INSTALL NEW 4-1/2"x3-1/2" (FIELD
VERIFY) PRE-FINISHED ALUMINUM DOUNSPOUT TO MATCH AT THE SAME
TIE- IN LOCATION. AT AREAS WHERE EXISTING DOUNSPOUTS ARE
INSERTED INTO METAL BOOTS, PAINT BOOTS. NEW DOUNSPOUTS TO
MATCH EXISTING DOWNSPOUT PROFILE. AT ANY EXISTING MASONRY
PILASTER LOCATIONS, EXTEND NEW DOWNSPOUT INTO EXISTING PYC
ADAPTOR CONTRACTOR TO EMPLOY A PROFESSIONAL PLUMBING
SERVICE TO CLEAN UNDERGROUND STORM DRAIN LINE 60'-0"+
ARCHITECT 16 TO BE PRESENT DURING THIS OPERATION. DOUWNSPOUT
OUTLET® TO BE SEALED WITH NON-CURING SEALANT, RE: 4/A40.

. REMOVE EXISTING WALL FLASHING AND PROVIDE NEW CONTINUOUS
(ie) S — - PRE-FINISHED ALUMINUM WALL FLASHING TO MAKE WATERTIGHT.
In 7 PROVIDE NEW 2" x &" PRE-FINISHED ALUMINUM DRIP EDGE.
' PROVIDE NEW 172" PLYWOOD TO WALL AND ADHERE NEW WALL FLASHING

MEMBRANE, I/A4.0.

REMOVE EXISTING METAL FASCIA AND PROVIDE NEW PRE-FINISHED

METAL FASCIA, RE: I/A42.

12. ALTERNATE NO. : ALONG THIS GUTTER, PROVIDE NEW SNOW/ICE MELTING
SYSTEM IN GUTTER AND EACH DOUNSPOUT PER MANUFACTURER'S
REQUIREMENTS. PROVIDE ELECTRIC, COORDINATE WITH OUNER.
CONTRACTOR TO INCLUDE ELECTRICAL WORK TO INSTALL SYSTEM.

Il EXTEND SINGLE-PLY ROOF MEMBRANE APPROXIMATELY TWO FEET TO
MAKE WATERTIGHT.

12. EXISTING EDGE OF BUILDING BELOW SHOUN DASHED.

13. REMOVE EXISTING METAL VALLEY ROOF FLASHING AND INSTALL NEW
PRE-FINISHED ALUMINUM INVERTED 'V' VALLEY ROOF FLASHING, RE:
3/A40.

4. EXISTING HIP. REMOVE ASPHALT HIP CAP SHINGLES AND PROVIDE NEU
PER MANUFACTURER'S REQUIREMENTS.

5. EXISTING RIDGE. REMOVE ASPHALT RIDGE CAP SHINGLES AND PROVIDE
NEW PER MANUFACTURER'S REQUIREMENTS.

6. DISCONNECT, REMOVE, AND REPLACE EXISTING LIGHTNING PROTECTION
SYSTEM, INCLUDING, CABLE, AIR TERMINALS, BASES AND CONDUCTORS
WITH NEW UL9&6A MASTER LABEL LIGHTNING PROTECTION STSTEM.

M. AT ASPHALT SHINGLE ROOF AT ENTIRE BUILDING, REPLACE 3000
SQUARE FEET OF WET/DAMAGED PLYWOOD AND INSULATION. PROVIDE

- UNIT PRICE ON PROPOSAL TO ADJUST THIS AMOUNT.

8. REMOVE APPROXIMATELY (52) EXISTING 8'xle" VENT GRILLES AND
PROVIDE NEW VENT GRILLES WITH INTERIOR BUG SCREEN TO MATCH
EXISTING LOCATION. PROVIDE SEALANT AT TOP AND SIDES OF VENT
GRILLES. INSTALL NEW GRILLES WITH STAINLESS STEEL SCREWS WITH

\ 2 4 EPDM WASHERS. NEW VENT GRILLES MANUFACTURED BY LOMANCO OR

EQUAL.
19. REMOVE ALL EXISTING ELECTRICAL OUTLETS/BOXES TO INSTALL NEW

——— 7 PLYWOOD AND WALL MEMBRANE FLASHING. REINSTALL ELECTRICAL

\ e @—\ OUTLETS/BOXES. CONTRACTOR TO INCLUDE ELECTRICAL WORK TO

\ ‘ REMOVE AND REINSTALL THESE OUTLETS/BOXES.

\ oM \ 20. REMOVE EXISTING HOSE BIBB TO INSTALL NEW PLYWOOD ON WALL AND
CHEP WALL MEMBRANE FLASHING. REINSTALL. CONTRACTOR TO INCLUDE
\ / \ PLUMBING WORK TO REMOVE AND REINSTALL THIS HOSE BIBB.
\ \ / \ 2l PROVIDE STEP FLASHING. WRAP CORNER FULL HEIGHT WITH CLEAT AND
\ et \ / i \ PRE-FINISHED ALUMINUM SLIP FLASHING.
\ cr \ 7 L0 -0" b 22. COAT EXISTING EXTERIOR INSULATION FINISHING &YSTEM (E.IFS.)
\
\
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23. EXTEND SINGLE-FPLY ROOF MEMBRANE WALL FLASHING ON TO PLYWOOD,
RE: A4.2.

24. REMOVE EXISTING STEP FLASHING AND PROVIDE NEW TO MAKE
WATERTIGHT.

25. REMOVE EXISTING METAL FASCIA AND PROVIDE NEW PRE-FINISHED
ALUMINUM FASCIA.

\ 26, REMOVE EXISTING METAL FLASHINGS AND PROVIDE NEW PRE-FINISHED

\ ALUMINUM WALL FLASHINGS. PROVIDE NEW 12" SINGLE-PLY ROOF
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CODED NOTES INDICATED BY Q \

5 APPLICABLE TO SHEET A22
5"@”1’

L IT IS5 ASSUMED THIS ROOF AREA HAS A SLOPED METAL DECK,
RECOVERY BOARD, 4" POLYISOCTANURATE RIGID INSULATION, 5/8"
PLYWOOD WITH (1) LAYER OF ROOF FELT UNDERLAYMENT AND (1)

LAYER OF ASPHALT SHINGLES. CONTRACTOR 1S TO YERIFY. REMOYE

EXISTING ROCFING STSTEM DOUN TO PLYWOOD. REPLACE ANY

DAMAGED PLYWOOD AND ANY WET INSULATION AS NEEDED, RE:
CODED NOTE 10, REFASTEN ANY LOOSE PLYWOOD. INSTALL SELF

~1 ADHERED ICE AND WATER SHIELD PROTECTION OVER ENTIRE

PLYWOOD. INSTALL NEW ROCF ASPHALT SHINGLES.

2. EXISTING ROOF UNDER WARRANTY, PROTECT.

+ 3. REMOVE EXISTING METAL GUTTER AND EXISTING GUTTER
STRAPS/HANGERS. INSTALL NEW 8'x8" PRE-FINISHED ALUMINUM GUTTER
AND HANGERS. SLOPED GUTTER AT I/I6" PER FOOT TO DOUNSPOUTS
LOCATIONS FOR POSITIVE DRAINAGE. PROVIDE EXPANSION JOINTS AT
A MAXIMUM OF EVERY 42'-0", RE: 12/A4.2.

4 REMOVE EXISTING DOWNSPOUT AND INSTALL NEW 4-1/2"x3-1/2" (FIELD
VERIFY) PRE-FINISHED ALUMINUM DOWNSPOUT TO MATCH AT THE SAME
TIE- IN LOCATION. AT AREAS WHERE EXISTING DOUNSPOUTS ARE

b INSERTED INTO METAL BOOTS, PAINT BOOTS. NEW DOWNSPOUTS TO

MATCH EXISTING DOWNSPOUT PROFILE. CONTRACTOR TO EMPLOY A

PROFESSIONAL PLUMBING SERVICE TO CLEAN UNDERGROUND STORM

DRAN LINE 62'-0"t ARCHITECT 16 TO BE PRESENT DURING THIS

+ OPERATION. DOWNSPOUT OUTLETS TO BE SEALED WITH NON-CURING
SEALANT, RE: 4/A4.0.

5. REMOVE EXISTING SKYLIGHT, PROVIDE NEW SINGLE SLOPE SKTLIGHT.
REPLACEMENT OF SKYLIGHT NEEDS TO TAKE PLACE AFTER CLOSING
TIME. COORDINATE DATE WITH OUNER. AT THE END OF EACH DAY

SKYLIGHT TO BE WATERTIGHT. CLEAN CONSTRUCTION DEBRIS CAUSED
54'-Q"+ BY INSTALLATION DAILY.

5'-@"‘!

EXISTING EDGE OF BUILDING BELOW SHOUN DASHED.

| EXISTING HIP. REMOVE ASPHALT HIP CAP SHINGLES AND PROVIDE NEW
+‘—@/"' + PER MANUFACTURER'S REQUIREMENTS.
EXISTING RIDGE. REMOVE ASPHALT RIDGE CAP SHINGLES AND
PROVIDE NEW PER MANUFACTURER'S REQUIREMENTS.
DISCONNECT, REMOVE, AND REPLACE EXISTING LIGHTNING PROTECTION
SYSTEM, INCLUDING, CABLE, AIR TERMINALS, BASES AND CONDUCTORS

N
A\

TR

®
S
4-0"
/
g

I ON EXISTING ROOCF WITH NEW UL32A MASTER LABEL LIGHTNING
| //

e

. U + PROTECTION SYSTEM.
“““““ - 2. AT ASPHALT SHINGLE ROOF AT ENTIRE BUILDING, REFLACE 3002
T~ 4 SQUARE FEET OF WET/DAMAGED PLYWOOD AND INSULATION. PROVIDE
e UNIT PRICE ON PROPOSAL TO ADJUST THIS AMOUNT.
~< . COAT EXISTING EXTERIOR INSULATION FINISHING SYSTEM (E.IFS.)
i 2. REMOVE EXISTING WALL FLASHING AND PROVIDE NEW CONTINUOUS
7 S /5 PRE-FINISHED ALUMINUM WALL FLASHING TO MAKE WATERTIGHT.

13. PROVIDE NEW PRE-FINISHED ALUMINUM DRIP EDGE.

N + 4. EXISTING PLUMBING STACK. REMOVE ALL FLASHING. PROYIDE NEW
~&H MEMBRANE FLASHING BOOT AND COMPRESSION CLAMP AND SEALANT
. TO MAKE WATERTIGHT, RE: 5/A4.2.

AN 5. PROVIDE NEW PRE-FINISHED ALUMINUM DRIP EDGE.
S 6. EXISTING SKYLIGHT, NO WORK.
s 7. PROVIDE NEW PRE-FINISHED ALUMINUM FLASHING TO MAKE WATERTIGHT.

1 N 18. EXISTING SINGLE-PLY ROOF MEMBRANE TO REMAIN.

. EXTEND NEW SINGLE-PLY ROCF MEMBRANE UP ROOF 3'-2" MINIMUM.

20. REMOVE EXISTING SKYLIGHT, PROVIDE NEW PYRAMID SKYLIGHT.

iy == REPLACEMENT OF SKYLIGHT NEEDS TO TAKE FPLACE AFTER CLOSING
\ TIME. COORDINATE DATE WITH OWNER. AT THE END OF EACH DAY
\ SKYLIGHT TO BE WATERTIGHT. CLEAN CONSTRUCTION DEBRIS CAUSED

\ BY INSTALLATION DAILY.
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CODED NOTES INDICATED BY

O )

APPLICABLE TO SHEET A3.0

T 15 ASSUMED THIS ROOF AREA HAS A SLOPED METAL DECK, RECOVERY
BOARD, YAPOR BARRIER, 4" POLYISOCYANURATE RIGID INSULATION, 5/8"
PLYWOOD WITH (1) LAYER OF ROOF FELT UNDERLAYMENT AND (1) LAYER OF
ASPHALT SHINGLES. CONTRACTOR IS TO VERIFY. REMOVE EXISTING ROOFING
SYSTEM DOUN TO PLYWOOD. REFPLACE ANY DAMAGED PLYWOOD AND ANY WET
INSULATION AS NEEDED, RE: CODED NOTE 19. REFASTEN ANY LOOSE PLYWOOD.
INSTALL SELF ADHERED ICE AND WATER SHIELD PROTECTION OVER ENTIRE
PLYWOOD. INSTALL NEW ROCF ASPHALT SHINGLES.

EXISTING ROOF UNDER WARRANTY, PROTECT.

T 15 ASSUMED THIS ROOF AREA HAS A METAL DECK WITH (2) LAYERS OF 2"
POLYISOCY ANURATE RIGID INSULATION, I/8" PER FOOT TAPERED

POLYISOCY ANURATE RIGID INSULATION AND SINGLE-FPLY ROOF MEMBRANE. CUT
THE SINGLE-PLY ROOF MEMBRANE INTO 12'-0"'x10'-@" GRIDS. THIS ROOF HAS
BEEN SCANNED. ASSUME WET INSULATION HAS BEEN MARKED. REMOVE
APPROXIMATELY 150 SQUARE FEET OF WET INSULATION. NOTIFY ARCHITECT OF
ANY DAMAGED DECKING. ADHERE NEW POLYISOCYANURATE RIGID INSULATION
TO MATCH EXISTING INSULATION THICKNESSFASTEN (1) LATER OF 172" HIGH
DENSITY POLYISOCTANURATE RIGID INSULATION AND ADHERE NEW &2 MIL
REINFORCED SINGLE-PLY ROOF MEMBRANE. ELEVATION OF ROCF 1S
APPROXIMATELY TWENTY FEET ABOVE GRADE.

EXISTING ROCF DRAIN. PROVIDE NEW ROOF DRAIN INSERT. FLASH TO MAKE
WATERTIGHT. CONTRACTOR TO EMPLOY A PROFESSIONAL PLUMBING SERVICE TO
CLEAN ROOF DRAIN LINE &2'-2"t ARCHITECT 1S TO BE PRESENT DURING THIS
OPERATION. EXISTING SUMP TO REMAIN. DRAINS TO BE WORKING AT THE END OF
EACH WORK DAY, RE: 1©/A4.2.

EXISTING OVERFLOW ROOF DRAIN. FLASH TO MAKE WATERTIGHT. CONTRACTOR TO
EMPLOY A PROFESSIONAL PLUMBING SERVICE TO CLEAN ROOF DRAIN LINE
eQ'-0"t ARCHITECT IS TO BE PRESENT DURING THIS OPERATION. DRAINS TO BE
WORKING AT THE END OF EACH WORK DAY.

ALONG THIS WALL, REMOVE EFPDM. WALL FLASHING MEMBRANE. INSTALL
PLYWOOD, NEW SINGLE-PLY ROOF MEMBRANE WALL FLASHING. EXTEND
SINGLE-PLY ROOF MEMBRANE WALL FLASHING 3'-0" BEYOND EDGE OF UPFER
ROOCF, SIM.: 9/A4.2.

ALONG THIS EDGE, INSTALL NEW SINGLE-FPLY ROOF MEMBRANE UNDER ASPHALT
SHINGLES 3'-2".

EXISTING EXTERIOR INSULATION FINISHING SYSTEM (E.IFS.). CUT STRAIGHT AND
REMOVE E.IFS. SO THAT THE BOTTOM 1S A MINIMUM OF 12" ABOVE THE HIGHEST
POINT OF THE NEW ROOF. EXTEND PRE-FINISHED ALUMINUM WALL FLASHING UP TO
BOTTOM OF EIFS. INSTALL NEW PRE-FINISHED ALUMINUM COUNTERFLASHING AND
JOINT SEALANT AT FASTENER HEADS, RE: 2/A4.2.

PROVIDE NEW PRE-FINISHED ALUMINUM FASCIA, RE: 1/A4.2.

2. IT 16 ASSUMED THIS ROOF AREA HAS A 8LOPED 5/8" PLYWOOD ROOF DECK

WITH (1) LAYER OF ROOF FELT UNDERLAYMENT AND (1) LAYER OF ASPHALT
SHINGLES. CONTRACTOR 1S TO VERIFT. REMOYE EXISTING ROOFING STSTEM
DOUN TO DECK. REPLACE ANY DAMAGED DECKING. REFASTEN ANY LOOSE
DECKING. INSTALL SELF ADHERED ICE AND WATER SHIELD PROTECTION OYER
ENTIRE NEW WOOD ROCF DECK. INSTALL NEW ASPHALT SHINGLES.

18.
12.

20.

21.
22.

23.
24.
25.

26.

27

28.

REMOVE EXISTING METAL FLASHING AND PROVIDE NEW PRE-FINISHED ALUMINUM
FLASHING, RE: 8/A4.2.

REMOVE EXISTING SKYLIGHT, PROVIDE NEW RIDGE SKYLIGHT. AT THE END OF
EACH DAY SKYLIGHT TO BE WATERTIGHT. CLEAN CONSTRUCTION DEBRIS
CAUSED BY INSTALLATION DAILY. eKYLIGHT TO BE REPLACED DURING CLOSING
STARTING /182016 THROUGH 9/16/20l6. POOL WILL BE EMPTY DURING THIS TIME.
OTHERS WILL BE WORKING INSIDE THESE SPACES DURING SKYLIGHT
REPLACEMENT. COORDINATE WITH THE OUWNER.

ALONG THIS WALL, REMOVE COPING ERP.DM. WALL FLASHING MEMBRANE. INSTALL
NEW PRE-FINISHED ALUMINUM COPING WITH DRIP EDGE, SINGLE-PLY ROOF
MEMBRANE FLASHING, RE: ©/A4.2.

EXISTING HIP. REMOVYE ASPHALT HIP CAP SHINGLES AND PROVIDE NEW PER
MANUFACTURER'S REQUIREMENTS.

EXISTING RIDGE. REMOVE ASPHALT RIDGE CAP SHINGLES AND PROVIDE NEW
PER MANUFACTURER'S REQUIREMENTS.

. REMOVE EXISTING METAL GUTTER AND EXISTING GUTTER STRAPS. INSTALL NEW

8"'x8" PRE-FINISHED ALUMINUM GUTTER AND HANGERS. SLOPED GUTTER AT l/l&"
PER FOOT TO DOUNSPOUTS LOCATIONS FOR POSITIVE DRAINAGE, RE: 12/A40.
REMOVE EXISTING DOUNSPOUT AND INSTALL NEW 4-1/2"x3-1/2" (FIELD YERIFY)
PRE-FINISHED ALUMINUM DOWNSPOUT TO MATCH AT THE SAME TIE- IN LOCATION.
AT AREAS WHERE EXISTING DOUNSPOUTS ARE INSERTED INTO METAL BOOTS,
PAINT BOOTS. NEW DOWNSPOUTS TO MATCH EXISTING DOWNSFPOUT PROFILE.
CONTRACTOR TO EMPLOY A PROFESSIONAL PLUMBING SERVICE TO CLEAN
UNDERGROUND STORM DRAIN LINE 62'-2"t ARCHITECT 1S TO BE PRESENT
DURING THIS OPERATION. DOUNSPOUT OUTLETS TO BE SEALED WITH NON-CURING
SEALANT, RE: 4/A4.2.

EXISTING EDGE OF BUILDING BELOW SHOUWN DASHED.

AT ASPHALT SHINGLE ROOF AT ENTIRE BUILDING, REFPLACE 30020 SQUARE FEET
OF WET/DAMAGED PLYWOOD AND INSULATION. PROVIDE UNIT PRICE ON
PROFPOSAL TO ADJUST THIS AMOUNT.

DISCONNECT, REMOVE, AND REFPLACE EXISTING LIGHTNING PROTECTION SYSTEM,
INCLUDING, CABLE, AIR TERMINALS, BASES AND CONDUCTORS ON EXISTING ROOF
WITH NEW UL26A MASTER LABEL LIGHTNING PROTECTION SYSTEM.

COAT EXISTING EXTERIOR INSULATION FINISHING SYSTEM (E.IF.S.)

REMOVE EXISTING WALL FLASHING AND PROVIDE NEW CONTINUOUS PRE-FINISHED
ALUMINUM WALL FLASHING TO MAKE WATERTIGHT.

PROVIDE NEW PRE-FINISHED ALUMINUM DRIP EDGE.

RAKE OUT SEALANT AT ENTIRE CORNER OF EIFS. AND PROVED NEUW.

AT THIS WALL LOCATION REPAIR EXISTING EXTERIOR INSULATION FINISHING
SYSTEM (E.IFS.), COAT.

AT THIS SOFFIT REPAIR EXISTING EXTERIOR INSULATION FINISHING SYSTEM
(EIFS.).

CUT EXISTING EXTERIOR INSULATION FINISHING SYSTEM (E.IFS.) AND PROVIDE
PRE-FINISHED ALUMINUM FLASHING.

PROVIDE PRE-FINISHED ALUMINUM END CAPS ON NEW FLASHING. PROYIDE NEW
METAL VERTICAL FLASHING FOR OUTSIDE CORNERS OF EXTERIOR INSULATION
FINISHING SYSTEM (E.IF.S.). PROVIDE NEW JOINT SEALANT AT EACH FASTENER AND

CONTINUOUSLY AT EDGE TO MAKE WATERTIGHT.
29, REMOVE EXISTING 2" THICK EXTERIOR INSULATION FINISHING STSTEM (E.IF.5.) AND
o . . . PROVIDE NEUW TO MATCH.
el'-o"t ' -2"+ 19'-2" -0t 30. EXISTING LADDER, NO WORK.

% 3. EXISTING PLUMBING STACK. REMOVE ALL FLASHING. PROVIDE NEW MEMBRANE

FLASHING BOOT AND COMPRESSION CLAMP AND SEALANT TO MAKE

Q)
_®
_®

e
me,
—®

No'-o"t

WATERTIGHT, RE: 5/A4.2.
32, REMOVE EXISTING SKYLIGHT, PROVIDE NEW PTRAMID SKYLIGHT. AT THE END OF
N

a I A EACH DAY SKYLIGHT TO BE WATERTIGHT. CLEAN CONSTRUCTION DEBRIS
i1 x CAUSED BY INSTALLATION DAILY. 8KYLIGHT TO BE REPLACED DURING CLOSING
i STARTING 1/18/2016 THROUGH 9/16/2016. POOL WILL BE EMPTY DURING THIS TIME.
N OTHERS WILL BE WORKING INSIDE THESE SPACES DURING SKYLIGHT
! REPLACEMENT. COORDINATE WITH THE OWNER.
l 2
: + 9
I Q I%
| ==
i e + \/@
i
I L
! Iy
I
|
| 2 <
; 5 ~©
Z
I -+
| x D T
I a e ®
l 0 @V/ Y
I T I_I
| N~
| (4)
|
|
| w INSUL.
| T sLOPE
| 2o e
| (Y g INsul.
! + < sLOPE
' A | Sz el A\
| 42'-@"+ N ANAY |
! (PITCH DIMENSION) I
| ~
| Z
| .| @@ _® — =
| Qg
'_ e
@G | o= ®—) 3/12¢ PITCH 2
I DECK L
. Z (2 N 8LOPE DN 5 /
! -« O "
| 9 x® B QE ? & | = /
| = |l ne ~ 4+ R ; i
| o= — .. | I
| D = & T~ L ool ||l 9 \
| |
| 7 , Il !
! 3/2¢ PITCH St3 ! 3 8 ALL WORK AT THESE ROOF
. DECK E O ! ! AREAS NEED TO TAKE
i SLOPE DN L3 | Il \_ _J PLACE STARTING 1/18/2016
i «——— 2 ¥ 2-a's THROUGH 9/16/2016.
@\/u ::::ZI: N g 42'-@"+ : 79
| 4 y e 326" -8+ & | (PITCH DIMENSION) == i~ (1) NEW ROOF
] “A
I l
| |
i :
| L i A
| NE (14) | 2 KEY ROOF PLAN N
| L |
® | NE - e = NOT TO SCALE
|
| s 2 |
(TYP.) | 2 |
’ : 2 - : 42 | :
— S & X Q
| 0 A A | :
| o 2] | ~
| Q> % DR |
| @ = % €<\ > i
: 14 * @ QG‘?\Q’/ K \Q' ({/O :
| /%;o&‘” PA ”o‘;\,oQ \ | PARTIAL ROOF PLAN
I \9 \\X/ I
| 7 900 i
I 3 y VR |
| 32 Q !
i 20 i PARTIAL ROOF REPLACEMENT-
I I
| |
| |

9
- ® \E V. DA S/ N PHASE 2
R e S e AN N \ y S AN S —( DUBLIN RECREATION CENTER

PREPARED FOR:

CITY OF DUBLIN
@ 6555 SHIER RINGS ROAD

% Vs
(TYP) g y RIS DUBLIN, OHIO 43016
\28Y Q > Q
o 2 0t O RO, Y
s, \,(D«o o h QI 0
o, " @ X X
GANES ? % . 230 Bradenton Ave.
Q, schorr architects Dublin, OH 43017
19 ~ inc. (614)798-2096
2] s
) 21 DD 05-05-15 RE-BID 10-07-15
CD05-11-15
215'-0"¢ BID 05-20-15

COMM.NO.: 1502

R

PARTIAL ROOF PLAN /\ A 3 . O SCHORR

/g'= 1I'-0"

TONY R. SCHORR, LICENSE #8879
EXPIRATION DATE 12/31/201y




NEW PRE-FINISHED
ALUMINUM DRIP EDGE

NEW ASPHALT SHINGLES

PROVIDE &" EFDM
BUTYL TAPE

NEW ICE AND DAM
PROTECTION MEMBRANE
EXTEND OVER EDGE

NEW ASPHALT SHINGLES

N
- o — & 2" ALUMINUM GUTTER STRAP AT
SNGLE.PLY \# ﬁ 2'-@" OC. HEM TO PROVIDE FOR
- . DOUBLE MATERIAL THICKNESS.
:EE%SEUAT\EEE@EDNSA&EE%EE N ROOFING MEMBRANE N EXISTING WALL © PROVIDE STAINLESS STEEL
FASTENERS *2x2"
NEW DRAIN INSERT
EXISTING PLYWOOD NEUW PRE-FINISHED
il " ALUMINUM GUTTER
- /
NEW PRE-FINISHED ALUMINUM DRIP EDGE NEW 172" BLYUOOD
/ EXISTING STRUCTURE
NEW TAPERED | \)\}/ NOTE: AT GUTTER
POLYISOCT ANURATE NEW ADHERED REINFORCED SECTION JOINTS,
RIGID INSULATION SUMP SINGLE-PLY ROOF MEMBRANE PROVIDE A HEAVY
%211:11: FLASHING TO EXTEND UP BEAD OF NON-CURING
NEW 12" PLYUOOD SEALANT TO THE INSIDE
NEW ICE AND DAM OF GUTTER SECTION.
NEW ADHERED REINFORCED f’ PROTECTION TEMERANE s~ \\\ STEEL POP RIVETS WITH
J NON-CURING SEALANT.
7 SINGLE-PLY ROOF MEMBRANE WALL ~ NEW ASPHALT SUINGLES NEW PRE-FINISHED ALUMINUM I/ \
FLASHING DOUNSPOUT AT EXISTING l \
I _ EXISTING PLYWOOD LOCATIONS \l T ]
- CONTINUOUS BUTYL TAPE N EXISTING EDGE OF BUILDING \ — /
Q - N\
) DOUBLE PIECE PRE-FINISHED Sl
, : DOUNSPOUT BRACKET (AT EXISTING
| , LOCATIONS) Pl T
- = L NEW PRE-FINISHED ALUMINUM ; AN
DOUNSPOUT / \
EXISTING DECK ' |
NEW ADHERED REINFORCED EXISTING ROOF DRAIN BOWL EXISTING EDGE OF BUILDING | |
SINGLE-PLY ROOF MEMBRANE TO 2'-@" o \ rJ y
EXTEND UP WALL NEW TAPERED
— L EXISTING ROOF DRAIN PIFE L V1o ANURATE < 7
' RIGID INSULATION SUMP ~—-
-
% NOT TO SCALE 1 (2 NOT TO SCALE 1 1 NOT TO SCALE 1 = NOT TO SCALE
gxge;rn:qc—.( EI>;T6E)RIOR INSULATION FINISH NEW SKYLIGHT FLASHING
Y 1Fs.
EXISTING WOOD BLOCKING EM(E
NEW PRE-FINISHED ALUMINUM COUNTER
EXISTING PIPE, PAINT , (FIELD VERIFY) /_\— FASTENER 8" O/C, PROVIDE SEALANT
1 EXISTING WOOD DECK
NEW COPING CLEAT, / / EXISTING WOOD DECK
NEW CONTINUOUS BEAD OF INSTALL WITH STAINLESS STEEL ~ EXISTING EXTERIOR INSULATION FINISH NEW ASPHALT SHINGLES
SEALANT ALONG TOP OF BOOT FASTENERS PER MANUFACTURER'S » ~ SYSTEM (EIFS.) NEW ICE AND DAM PROTECTION
REQUIREMENTS | // | g_ NEW NTINUOUS SEAL ANT AND W S TRAL NEW ICE AND DAM / MEMBRANE EXTEND OYER
] NEW STAINLESS STEEL CLAMPING RING, ! | 2'F: ps ‘c::‘/’c AN[;’ . EiDLs D UEEP STRA PROTECTION MEMBRANE | EDGE AND SKYLIGHT CURB
PROVIDE SEALANT AT FASTENER = - EXTEND OVER EDGE -
NEW PRE-FINISHED ALUMINUM , z -
Q NEW PRE-FINISHED
COPING TO START AT LOCATION NEW PRE-FINSHED ALUMINUM NEW BRE-FINISHED ALUMINUM DRIP EDGE
NEW PRE-MOLDED OF EXISTING COPING /_’ COUNTERFLASHING W/ DRIP EDGE ALUMINIM DRIP EPGE y
OOT PIFE FLASHING ~
BOOT PIFE FL ? X FASTEN 8" OC, PROVIDE SEALANT
— (T(  —
NEW ASPHALT SHINGLES NEW ADHERED REINFORCED SINGLE-PLY // w REMOVE EXISTING EXTERIOR - NEW FASCIA CLEAT, =N NEW FASCIA CLEAT,
NEW ICE AND DAM PROTECTION MEMBRANE D OVERUoOD BlockNe— 7 9 SHOUN DASHED o FAGTENERS PER MANUFACTURER'S . [¢ FASTENERS PER MANUFACTURER'S
rﬂ ul ! i REQUIREMENTS | #| ¥ REQUIREMENTS
y NEW ADHERED REINFORCED SINGLE-PLY ROOF — —NEWPRE-FINSHED ALUMINUM STEP FLASHING I . & ~\w ¢
f X >
MEMBRANE TO EXTEND UP WALL —— /\ \ a , —Q  NEW PRE-FINISHED ALUMINUM
T T — 3 NEW ASPHALT SHINGLES LD —— NEW PRE-FINISHED ALUMINUM o FASCIA WITH DRIP EDGE
% % I~ S FASCIA WITH DRIP EDGE O =
NEW ICE AND DAM PROTECTION 34 ~
EXISTING ROOF DECK MEMBRANE, EXTEND UP WALL, \ 2 \
PROVIDE 1/2" PLYWOOD WALL CONTINUOUS SEALANT t
NEW CONTINUOUS BUTYL TAPE
BACKER AS NECESSARY \/ CONTINUOUS SEALANT
> EXISTING STRUCTURE ‘\_/
EXISTING STRUCTURE

— EXISTING WALL

5 DETAIL é DETAIL T DETAIL 8 DETAIL

NOT TO SCALE NOT TO SCALE NOT TO SCALE NOT TO SCALE

NEW ASPHALT SHINGLES

NEW ICE AND DAM PROTECTION MEMBRANE
EXTEND OVER EDGE AND &KYLIGHT CURB

PROVIDE SEALANT AT EACH FASTENER
NEW PRE-FINISHED ALUMINUM FASCIA FLASHING

NEW FASCIA CLEAT,

. INSTALL WITH STAINLESS STEEL

FASTENERS PER MANUFACTURER'S

REQUIREMENTS -

R

EXISTING EXTERIOR INSULATION FINISH
SYSTEM (EIFS)

NEW PRE-FINISHED
ALUMINUM DRIP EDGE

bllt
(FIELD VERIFY)

B NEW CONTINUOUS SEALANT AND WEEP STRAW
2'-@ C/C AND AT ENDS
; \\ NEW ASPHALT SHINGLES
. NEW PRE-FINISHED ALUMINUM
w COUNTERFLASHING W/ DRIP EDGE DETAILS
v " PROVIDE &" EPDM NEW ICE AND DAM
3 FASTEN 8' OC, PROVIDE SEALANT BUTYL TAPE PROTECTION MEMBRANE
1/ REMOVE EXISTING EXTERIOR EXTEND OVER EDGE
S NEchDFAaI;ﬁREI?A @Ehr]lszc;fzsﬁllnc—.LE-PLT INSULATION FINISH STSTEM (E.IF.S.) N - Y 2" ALUMINUM GUTTER STRAP AT
RO BR G SHOUN DASHED = ey
- _ 2-0" OC. HEM TO PROVIDE FOR PARTIAL ROOF REPLACEMENT-
WRAP CORNER WITH NEW PRE-FINISHED ALUMINUM R gggsll-g;@r'fﬁég g'-g%ENLE%- PHASE 2
VERTICAL FLASHING AT EACH END v
L EXISTING WALL " FASTENERS "10x2"
NEW 172" PLYWOOD DUBLIN RECREATION CENTER
NEW PRE-FINISHED ALUMINUM FLASHING DTy
—— EXISTING EPDM. WALL FLASHING TO REMAIN 8"
NEW PRE-FINISHED ALUMINUM END CAPS
2 EW PRE-FINISHED AL END AP PREPARED FOR:
—— ADHERE 12" WIDE CONTINUOUS SINGLE-PLY MEMBRANE FLASHING > NEW ASPHALT SHINGLES EXISTING STRUCTURE CITY OF DUBLIN
_— NEW TERMINATION BAR FASTENED 8" OC. PROVIDE NEW JOINT SEALANT AT 0 \)\}/ NOTE: AT GUTTER 6555 SHIER RINGS ROAD
EACH FASTENER AND CONTINUOUS ALONG TOP OF TERMINATION BAR = SECTION JOINTS, DUBLIN. OHIO 43016
NEW ICE AND DAM PROTECTION PROVIDE A HEAVY '
| NEW PRE-FINISHED ALUMINUM SURFACE MEMBRANE, EXTEND UP WALL BEAD OF NON-CURING
COUNTERFLASHING TO OVERLAP EXISTING SEALANT TO THE INSIDE
COUNTERFLASHING . OF GUTTER SECTION.
© = PROVIDE STAINLESS schorr architects 230 Bradenton Ave.
EXISTING TERMINATION BAR AND SURFACE MOUNTED = - ~ STEEL POP RIVETS WITH . Dublin, OH 43017
METAL COUNTERFLASHING. Ny X s N SO inc. (614)798-2096
f o o NEW ASPHALT SHINGLES NEW PRE-FINISHED ALUMINUM / \ NON-CURING  SEALANT.
. ON ICE AND DAM DOUNSPOUT AT EXISTING /
AN r PROTECTION MEMBRANE L OCATIONS [ il ; DD 05-05-15 RE-BID 10-07-15
\
EXISTING ADHERED REINFORCED SINGLE-PLY
—\ 1 -11-
B OOF MEMBRANE WALL FLASHING EXISTING PLUGOD EXISTING EDGE OF BUILDING C / CD05-11-15
PROVIDE CONTINUOUS SEALANT DOUBLE PIECE PRE-FINISHED D g BID 05-20-15
EXISTING SINGLE-PLY ROOF EXISTING RIGID INSULATION DOUNSPOUT BRACKET (AT EXISTING
MEMBRANE LOCATIONS) P )
EXISTING VAPOR BARRIER NOTE: LAP VALLEY NEW PRE-FINISHED ALUMINUM / \\ COMM.NO.: 1502
| EXISTING GTPSUM BOARD SHEETS 10" MIN DOUNSFOUT / = \
) } )
T@ EXISTING METAL DECK EXISTING ROOF DECK. EXISTING EDGE OF BUILDING \ |
' // R.
DETAIL 7} _DETAL ") DETAL |} DETAIL NI=r A 4_ O Caog"
NOT TO SCALE = NOT TO SCALE NOT TO SCALE NOT TO SCALE ®
TONY R. SCHORR, LICENSE #8879
K EXPIRATION DATE 12/31/201y
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